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Fig. 1 
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Fig. 4 

50 
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CONFIGURING A CAMERA TO HAVE A SHUTTER BUTTON, A LENS, 1—51 
AN IMAGE SENSOR FOR RECEIVING IMAGES VIEWED BY THE 
LENS, A SPEAKER, AN AUDIO AMPLIFIER AND PROCESSING 
CIRCUITRY THAT COMPRISES A CONTROL ALGORITHM THAT 
IMPLEMENTS AN AUTOMATED ZOOM CONTROL FUNCTION 



RECORDING A PLURALITY OF IMAGES UPON DEPRESSING OF THE r 52 
SHUTTER BUTTON TO CAPTURE A SERIES OF VERY CLOSELY 
RELATED IMAGES HAVING DIFFERENT ZOOM LEVELS 



UPON PLAYBACK, ADJUSTING THE GAIN OF THE AUDIO r 53 
AMPLIFIER TO ADJUST THE SOUND OUTPUT VOLUME OF 
THE SPEAKER IN AN AMOUNT RELATED TO THE ZOOM 
LEVEL RECORDED BY THE ZOOM CONTROL FUNCTION 
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so Fig. 5 

CONFIGURING A CAMERA TO HAVE A SHUTTER BUTTON, L 51 

A LENS, AN IMAGE SENSOR FOR RECEIVING IMAGES 
VIEWED BY THE LENS, A SPEAKER, AN AUDIO AMPLIFIER 
AND PROCESSING CIRCUITRY THAT COMPRISES A 
CONTROL ALGORITHM THAT IMPLEMENTS AN 
AUTOMATED ZOOM CONTROL FUNCTION 



MOVING THE ZOOM TO VARIOUS POSITIONS " 54 



AUTOMATICALLY RECORDING MULTIPLE IMAGES WHILE " 52 
MOVING THE ZOOM LENS TO VARIOUS POSITIONS 



SIMULTANEOUSLY INCREASING THE GAIN OF THE AUDIO \ 55 
AMPLIFIER, OR USING A PREFERENCE SETTING, AS THE 
CAMERA IS ZOOMED TO MIMIC ACTUAL HUMAN MOVEMENT 



50 Fig. 6 

CONFIGURING A CAMERA TO HAVE A SHUTTER BUTTON, L 51 

A LENS, AN IMAGE SENSOR FOR RECEIVINGIMAGES 
VIEWED BY THE LENS, A SPEAKER, AN AUDIO AMPLIFIER 
AND PROCESSING CIRCUITRY THAT COMPRISES A 
CONTROL ALGORITHM THAT IMPLEMENTS AN 
AUTOMATED ZOOM CONTROL FUNCTION 



RECORDING AN IMAGE ^ 52a 



REMOVING PIXELS FROM THE RECORDED IMAGE " 56 



SCALING THE IMAGE TO ITS ORIGINAL " 57 

SIZE TO CREATE A ZOOMED IMAGE 



SIMULTANEOUSLY INCREASING THE GAIN OF THE AUDIO 
AMPLIFIER AS THE DIGITAL ZOOM IS INCREASED 
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so Fig. 7 

CONFIGURING A CAMERA TO HAVE A SHUTTER BUTTON, L 51 

A LENS, AN IMAGE SENSOR FOR RECEIVING IMAGES 
VIEWED BY THE LENS, A SPEAKER, AN AUDIO AMPLIFIER 
AND PROCESSING CIRCUITRY THAT COMPRISES A 
CONTROL ALGORITHM THAT IMPLEMENTS AN 
AUTOMATED ZOOM CONTROL FUNCTION 



RECORDING A PLURALITY OF IMAGES WHILE DEPRESSING THE \ 52 
RECORD BUTTON TO CAPTURE A SERIES OF VERY CLOSELY 
RELATED IMAGES HAVING DIFFERENT ZOOM LEVELS 



I 



CREATING METADATA THAT CORRESPONDS TO THE AUDIO [ 61 
THAT IS RECORDED WHILE THE IMAGES ARE RECORDED 
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ALTERING THE METADATA TO AUTOMATICALLY \ 62 

INCREASE THE VOLUME OF ASSOCIATED AUDIO 



50 Fig. 8 



CONFIGURING A CAMERA TO HAVE A SHUTTER BUTTON, _ 51 

A LENS, AN IMAGE SENSOR FOR RECEIVINGIMAGES 
VIEWED BY THE LENS, A SPEAKER, AN AUDIO AMPLIFIER 
AND PROCESSING CIRCUITRY THAT COMPRISES A 
CONTROL ALGORITHM THAT IMPLEMENTS AN 
AUTOMATED ZOOM CONTROL FUNCTION 



I 



RECORDING A PLURALITY OF IMAGES WHILE DEPRESSING THE \ 54 
RECORD BUTTON TO CAPTURE A SERIES OF VERY CLOSELY 
RELATED IMAGES HAVING DIFFERENT ZOOM LEVELS 



MAINTAINING THE SAME AUDIO ' 65 

RECORDING GAIN DURING RECORDING 



INCREASING THE GAIN OF THE AUDIO AMPLIFIER TO 
INCREASE THE AUDIO VOLUME DURING PLAYBACK IN 
AN AMOUNT RELATED TO THE ZOOM LEVEL 
RECORDED BY THE ZOOM CONTROLFUNCTION 
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